
THREE PHASE COMMON MODE INDUCTOR

Fuan Electronics, reliability first, start-up your power! March 22, 2024
www.fuantronics.net Page 7 of 14

FACM46273BH-173Y10R0 17

14

5.0

4.0

3.0

2.5

2.0

10

13

16

20

25

FACM46273BH-143Y13R0

FACM46273BH-103Y16R0

FACM46273BH-802Y20R0

FACM46273BH-602Y25R0

_
_
_
_
_
_
_
_
_

ELECTRICAL SPECIFICATION

ELECTRICAL CHARACTERISTICS

Part No.
Inductance(mH) 

10KHz 0.1V
+50%/-30%

D.C.R
(mohms)

Max

Wire
(mm)

d

10

8

6

1.0 32FACM46273BH-352Y32R0 3.5

FACM46273BH-502Y28R0 1.5 28

Product datasheet

5

Up to 600VAC or VDC.
3-wire configura�ons
Horizontal PCB moun�ng types.
Ruggedized satura�on and thermail behavior
Test Frequency Response:10KHz/100mV
Opera�ng Temperature Range: -40°C to +125°C
Inductance Tolerance:+50%/-30% at 25°C
All Parts Meet Rohs Compliance
Current to cause 70°C max. temperature rise.

FACM46273BH SERIES
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Inductance 
100KHz 0.1V

typ

Rated
Current
(A)Typ

Fuan Electronics 
Co., Ltd

Common mode

Core size

Install shape

Inductance

FA CM -4627 H 1733 B Y 10R0

Three-phase

Base

Current

Tolerance
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ELECTRICAL INFORMATION

Dimension in mm


